WORLD INTELLECTUAL PROPERTY ORGANIZATION 
International Bureau 



mm 



inter: 



PC 

NATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(51) International Patent Classification ^ : 

BOID 57/02, GOIN 27/26, C12M 1/42 



Al 



(11) International Publication Number: WO 99/62622 

(43) International Publication Date: 9 December 1999 (09.12.99) 



(21) International Application Number: PCT/NZ99/00067 

(22) International Filing Date: 29 May 1999 (29.05.99) 



(30) Priority Data: 
330550 



29 May 1998 (29.05,98) 



NZ 



(71) Applicant (for all designated States except US): INDUSTRIAL 
RESEARCH LIMITED INZ/NZl; Graccfield Road, Lower 

Hutt 6009 (NZ). 



ARNOLD, William. 
Bay Road, Seatoun. 



(72) Inventor; and 

(75) Inventor/Applicant (for US only): 
Michael [GB/NZ]; 427 Karaka 
Wellington (NZ). 

(74) Agents: WEST-WALKER. Gregory, James et al.; Russell 
McVeagh West-Walker, Level 18, Mobil on the Park, 157 
Lambton Quay, Wellington (NZ). 



(81) Designated States: AE, AL, AM. AT, AU, AZ, BA, BB, BG. 
BR BY, CA, CH, CN, CU, CZ, DE. DK, EE, ES. FI. GB. 
GD, GE, GH, GM, HR, HU, ID, IL, IN, IS, JP, KE, KG, 
KP KR, KZ, LC, LK, LR, LS, LT, LU. LV, MD, MG. MK, 
MN, MW. MX, NO, NZ, PL, PT, RO, RU, SD, SE. SG. SI, 
SK SL, TJ, TM, TO, TT, UA, UG, US, UZ, VN, YU, ZA, 
ZW. ARIPO patent (GH, GM, KE, LS, MW, SD, SL, SZ, 
UG, ZW), Eurasian patent (AM, AZ, BY, KG, KZ, MD, 
RU. TJ, TM), European patent (AT, BE, CH, CY. DE, DK, 
ES FI, FR, GB, GR, IE, IT, LU, MC, NL, PT, SE), OAPl 
patent (BF, BJ, CF, CG. CI, CM, GA, GN, GW, ML, MR, 
NE. SN. TD, TG). 



Published 

With international search report. 



(54) Title: 



MEraOD AND APPARATUS FOR CONCENTOATING AND/OR POSITIONING PARTICLES OR CELLS 



n 



12 



13 




1 tmrtm mm — m — m — — — ""-V^" **- 




16 



(57) Abstract 

A method for concentrating and/or positioning and/or separating particles or cells comprises P>^^'"S ^'''j^J^ '"j;^';';; 
^vi^c TnH/nr rells Over a Surface iiaving an electrode array associated with the surface, applying an alternating voltage to the electrode 
Cv to create an " e^ ri^ field atoveVsurface within the medium to «pel the particles or cells from the electrode array and hereby 
wLl thrcart^les or cells above the surface, within the medium, by negative dielectrophoresis. and heating the Uqu.d mediuin so as to 
causfcoiveSn cuaen« within the medium which concentrate or relocate the levitated cells w.thm the medium. Apparatus 

for concentrating and/or positioning and/or separating particles or cells are also disclosed. 
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METHOD AND APPARATUS FOR CONCENTRATING AND/QR POSITIONING 
PARTICLES OR CELLS 

FIELD OF INVENTION 

5 

The invention comprises a method ai^d apparatus for concentrating and/or 
positioning particles or cells or similar. 

BACKGROUND TO INVENTION 

10 

A number of methods for concentrating particles or cells are very well known. Many 
frequently used methods involve centrifugation usually resulting in packing of the 
concentrated particles or cells at the bottom of a centrifuge tube when the medium 
is less dense than the particles or cells. In some circumstances this has 

15 disadvantages as it may be necessary to resuspend the particles or ceUs so that 
they may be further used. Furthermore closely packed particles or cells often 
adhere to one another or to the surface. One approach to overcoming these 
problems is to centrifuge using a concentration gradient or to centrifuge on to a 
smaU cushion of more dense medium. That approach has the disadvantage that 

20 the particles or ceUs then become mixed with a dense medium. 

Other methods involve filtration which can also cause problems with dense packing 
of the particles or cells and/ or drying out. 

25 SUMMARY OF INVENTION 

It is an object of the invention to provide a method for concentrating particles or 
cells and/ or positiomng these in a medium having a lower density than the density 
of the particles or cells, which does not involve packing of the particles or cells 
30 against a surface. 

In broad terms in one aispect the invention comprises a method for concentrating 
and/ or positioning particles or cells in a liquid medium comprising: 
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subjecting the particles or cells to an electric field to levitate the particles 
or cells within the medium by negative dielectrophoresis, and 

heating the medium to cause convection currents within the liquid 
5 medium which concentrate or relocate the levitated cells within the medium. 

More particularly the invention comprises a method for concentrating and/ or 
positioning particles or cells comprising: 

IQ placing a Uquid medium containing the particles and/ or cells over a 

surface having an electrode array associated with the surface, 

applying an alternating voltage to the electrode array to create an electric 
field above the surface within the medium to repel the particles or cells from the 
15 electrode array and thereby levitate the particles or cells above the surface, within 
the medium, by negative dielectrophoresis, and 

heating the liquid medium so as to cause convection currents to circulate 
within the medium which concentrate or relocate the levitated ceUs within the 
20 medium. 

In broad terms in another aspect the invention comprises a method for separating 
particles or cells in a liquid medium comprising: 

25 subjecting the particles or ceUs to an electric field to levitate two or more 

different types of particles or ceUs within the medium to two or more different 
heights within .the medium, and 

heating the medium to cause convection currents within the liquid 
30 medium which concentrate or relocate the levitated cells within the medium. 

More particularly the invention comprises a method for separating particles or 
cells comprising: 
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placing a liquid medium containing the particles and/ or cells over a 
surface having an electrode array associated with the surface, 

applying an alternating voltage to the electrode array to create an electric 
5 field above the surface within the medium to repel the particles or cells from the 
electrode array and which thereby levitates at least two different types of particles 
or cells to two or more different heights above the surface, within the medium, by 
negative dielectrophoresis, and 

10 heating the liquid medium so as to cause convection currents to circulate 

within the medium which concentrate or relocate the levitated cells within the 
medium. 

In broad terms in a further aspect the invention comprises apparatus for 
15 concentrating and/ or positioning particles or cells in a liquid medium comprising: 

means to subject the particles or cells to an electric field to levitate the 
particles or cells within the medium by negative dielectrophoresis, and 

20 means to heat the medium to cause convection currents within the liquid 

medium which concentrate or relocate the levitated cells within the medium. 

More particularly the invention comprises apparatus for concentrating and /or 
positioning particles or cells comprising: 

25 

a surface having an electrode array associated with the surface, 

and means for conteuning a liquid medium containing the particles 
and /or cells over the surface, 

30 

means for appl5dng an alternating voltage to the electrode array to create 
an electric field above the surface within the medium to repel the particles or cells 
from the electrode array and thereby levitate the particles or cells above the 
surface, within the medium, by negative dielectrophoresis, and 

35 
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15 



20 



means for heating the Uquid medium so as to cause convection currents 
to circulate within the medium which concentrate or relocate the levitated cefls 
within the medium. 

The method and apparatus of the invention may be used to concentrate and.or 
position or reposition bacteria, fungi, protozoans or mammalian circulatory cells 
(e.g. from blood or lymph), viruses, inert particles such as polystyrene micro 
particles, which are often used as earners for antibodies or other biologicals, 
nanopartides. and similar, in immunology, diagnostics, or any other related or 
unrelated laboratory or industrial appUcation. In this specification all of the above 
are for convenience intended to be encompassed herein by the expression "particles 
and cells". 

The concentration is due to two sorts of locaHsation of the particles: above the 
electrode plane and also within that horizontal plane. Vertical localisation arises 
because the particles are denser than the medium but are repelled from close 
approach to the electrodes by the electric field within the medium just above the 
electrode array. They are levitated by a force known as negative dielectrophoresis - 
see Pohl, HA (1978) Dielectrophoresis, Cambridge University Press. 

BRIEF DESCRIPTION OF THE FIGURES 

The invention is further described with reference to the accompanying figures, by 
way of example and without intending to be limiting, in which: 



25 



Figure 1 is a view of an array of interdigitated electrodes on the. bottom surface of a 
vessel or zone in which particle or cell concentration or repositioning is carried out 
in accordance with the invention, by which a radio frequency field is created by 
appUcation of a radio frequency voltage to the electrodes to repel and levitate the 
30 particles or ceUs within the Uquid medium by dielectrophoresis, 

Figure 2 is a schematic vertical cross-section view through a medium showing 
particle or ceU concentration by the use of the invention. 
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Figure 3a is a schematic diagram similar to Figure 2 but also showing the use of an 
additional electrode or electrodes above the medium to apply a further field to 
reshape the top surface of the medium to cause relocation of the concentrated 
particles or cells, in one direction as shovm in Figure 3b or another direction as 
5 shown in Figure 3c, 

Figures 4a, 4b and 4c show the use of multiple electrodes positioned above the 
medium and illustrate energisation of selected electrodes to cause movement of 
concentrated particles or cells within the medium, and 



go 



15 



Figure 5 shows the use of the method of the invention to separate particles or cells 
having different levitation properties. 

DETAILED DESCRIPTION OF PREFERRED FORMS 



The principle of the invention is further described with reference to Figures 1 and 2 
in relation to the concentration of particles or ceUs within a Uquid medium in a 
vessel, the bottom surface of which is formed of an insulator material such as glass 
and which carries a planar interdigitated electrode array. The vessel is showm in 
20 schematic cross-section in Figure 2 and Figure 1 shows in particular the electrode 
array. Reference numeral 1 1 indicates the side walls of the vessel, 12 a base of the 
• vessel, 13 the electrode array on the base surface of the vessel, and 14 the liquid 
medium within the vessel. In carrying out the method of the invention a voltage is 
appUed across the interdigitated electrodes to create an electric field above the 
25 electrodes within the medium 14. The particles or ceUs are repelled from the 
electrodes by negative dielecu-ophoresis, and are thereby caused to be levitated 
within the medium. The medium is simultaneously heated to cause convection 
currents indicated by dotted lines and arrows in Figure 2 to circulate within the 
medium. The convection currents cause liquid at the centre of the vessel to rise, so 
30 that particles or ceUs 15 within the vessel are moved in a centripetal manner to 
concentrate at a central position above the electrode as indicated at 16, without 
being in physical contact with the base surface of the vessel. 

Any arrangement of electrodes associated with the bottom surface of the vessel or 
35 lower part of the medium may be used to apply the electric field to the medium but 
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in a preferred form the electrode array comprises two comb-like rows of spaced 
interdigitated fmger-like electrode elements as particularly shown in Figure 1. 
Preferably the width of each fmger-like electrode element is between about 2.5 and 
about 50 times the average diameter of the particles or cells for any particular 
5 appUcation, and the spacing between adjacent electrode elements is between about 
5 and 100 times the particle or ceU diameter. Preferably the electrode elements 
have a width in the range of about 4Mm to about lOOOjmi and a spacing between 
adjacent electrode elements of between about 2jxm and about SOOjmi. The voltage 
appUed to the electrodes to create the electric field within the medium is preferably 
10 an alternating voltage of a frequency in the range lOOHz to lOOOMHz and more 
preferably in the range lOkHz to 300MHz, and may generate a field strength within 
the medium in the range lOV/mm to lOOV/mm. The field strengths required 
depend however on the electrode geometry, because the electrode geometry and field 
strength determine the field divergence. The optimum frequency, for any given 
15 particle and medivim, wiU be determined by the frequency- dependence of the 
relative polarisabiUties of the particle and medium. For cells, considerations of toxic 
effects of certain field frequencies may be necessary. Depending on the current 
density through the electrodes frequencies lower than IkHz or even lOkHz may be 
disadvantageous because of electrolytic decomposition of the liquid. The levitation 
20 height will increase with the appUed voltage but decrease with increasing density of 
the particles. 

The electrode arrangement is preferably fabricated by lithography as a substantially 
planar structure on the surface of the bottom of the vessel in which the 
25 concentration is carried out, but alteriiatively may be produced by scribing or spark 
erosion in a metaUic layer for example. The electrode geometry may be other than 
an array of interdigitated fmgers, such as a pair of planar electrodes separated from 
each other by a small gap over a large area, or a twin (bifilax spiral arrangement). 
Electrodes of greater than lOO^m width may be made of wire also. 



30 



In the preferred form the medium is heated to create the convection currents by the 
same voltage appUed to the electrode array 13. Alternatively however the medium 
may be heated by for example a separate resistance healing element provided at or 
near the base of the vessel for example. It may be desirable to ensure that the 
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medium has a minimum ionic concentration to ensure heating of the medium 
sufficient to create the required convection currents. The medium can be water 
optionally containing sufiEcient ions and other materials to enable the survival and 
growth (if required) of cells. For some applications it may be useful to further 
increase the conductivity of the medium (say by the addition of salt) in order to elicit 
or increase the repulsive (levitation) force. High- dielectric substances (eg zwitterions 
such as amino acids, peptides, proteins and HEPES) may be added to the medium 
to increase its permittivity and thereby to elicit or increase the repulsive (levitation) 
force. 



In the case of a droplet, the cooling of the sides and top of the droplet causes the 
convection to take the form of a circulation in which fluid at the centre rises. 
Observed in the horizontal plane just above the electrodes, all particles are seen to 
travel in a centripetal manner to a position beneath the uppermost point of the 
15 droplet. This motion follows the base of the thermal convection cell within the 
droplet, but the excess density of the particles prevents them rising above the 
levitation layer. The convection cell in the droplet sweeps out the entire column and 
leaves all the particles at one location. This allows concentration of particles or cells 
of interest, particularly bacteria, fungi, protozoans or mammalian circulatory cells. 



The method of the invention may also be used to concentrate cells or particles, 
initially dispersed throughout a liquid medium (droplet or column) supported on a 
horizontal array of electrodes, in a given predeterminable position near the base of 
the medium. The destination is at the levitation height and at the point at which 

25 liquid (but not particles) circulates upwards. The concentrated cells or particles 
may be drawn off as further described. This point may be predeterminable so as to 
allow direct observation under a microscope without searching or refocusing. This 
allows considerable savings of time in the microscopic examination of fluids for low 
concentrations of particular cells such as pathogens. As a consequence of the 

30 known location of the destination, this facilitates the search for (and identification 
of) particles or cells of interest, particularly pathogenic bacteria, fungi or 
protozoans. The directed motion to a unique destination, causes a large 
concentration of the particles. Despite continuous circulation of the liquid, 
particles or cells may be held at the given position for hours or days and so permit 

35 analysis of development or growth in the absence of contact with a surface. 
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Referring to Figure 3, one or more electrodes may be positioned adjacent the upper 
part of the medium to apply a voltage which electrostaticaUy attracts the medium 
which reshapes a part or parts of the upper surface of the medium to cause the 
5 position at which the convection currents within the medium concentrate the 
particles or cells to move within the medium. In Figure 3 either of electrodes L or R 
positioned adjacent the upper part of the medium may have selectively appUed 
thereto a voltage which reshapes the upper surface of the medium and moves the 
position at which the convection currents occur towards one or other side of the 
10 vessel to also move the concentrated particles or cells to one or other side of the 
vessel. In Figure 3b appUcation of a voltage to electrode L causes the medium to be 
attracted to that electrode thereby causing the concentrated particles or ceUs to 
shift to that side of the vessel. If the other electrode R has a voltage appUed thereto, 
as shown in Figure 3c the medium will be attracted to that electrode and the raft of 
15 concentrated particles or ceUs will be caused to move to the other side of the vessel. 
These electrodes are preferably positioned within a layer of low conductivity above 
the Uquid medium containing the particles or ceUs, such as a fluid layer of low 
conductivity which is immiscible with the medium. Hydrocarbons or siHcone oil for 
example may be used for this purpose. Alternatively the electrodes above the 
20 medium may simply be separated from the top surface of the medium by an air gap. 
CoUection capillaries CP as shown in each of Figures 3b and 3c may be used to 
draw off the concentrated particle cells, and thus the electrodes L and R may be 
used to shift the ceUs after concentration in the centre of the vessel towards the 
coUection outlet. The position of the convection currents within the medium may 
25 also be caused to move, to move or reposition the concentrated particles or ceUs 
within the medium, by other means such as a fluid jet impinging on the opposite 
side of the surface of the medium to that at which the cell coUection is to be 
directed, or a vertical strip of metallisation could be appUed to the waU of the vessel 
where the medium is relatively non-conductive, to which a voltage is then appUed to 
30 cause the Uquid to ascend by electro-capillary force, for example. 

Figures 4a to 4c show a further arrangement in which a series of electrodes is 
positioned adjacent the upper part of the medium, which may be selectively 
energised to cause movement of the particles or ceUs through the medium. By 
35 selective appUcation of a voltage to any of the electrodes positioned over the surface 
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of the medium the fluid meniscus can be raised locally beneath that electrode, and 
so determine that convection circulation takes place in that region. When 
electrodes Al, A2 and A3 are energised as shown in Figure 4a, convection currents 
occur beneath those three electrodes to concentrate the particles or cells. When 
5 next electrodes B 1 and B2 are energised as shown in Figure 4a, whilst maintaining 
the levitation voltage applied to the microelectrode array on the bottom surface, the 
convection currents and the particle or cells are caused to move, to the right in the 
diagram page, while when electrodes C 1 and C2 are subsequently energised there is 
a second step to the right. Repetition of this sequence enables sequential 
10 movement of the rafts of particles or cells to the outlet capillary CP, so that the 
particles or cells may be withdrawn batch wise. 

Figure 5 shows use of the method and apparatus of the invention in another way to 
separate cells or particles having distinct levitation properties from each other. 

15 There are some populations of cells (which are of interest to immunologists or 
pathologists) that appear identical £ind have no known dielectric or density 
differences, but often differ in surface markers, which may be revealed by 
antibodies selective for them. Normally, separation based on these antibodies 
requires them to have a fluorescent or magnetic label, so that the antibody-labelled 

20 cells may be separate in a FACS (fluorescence activated ceil- sorter) or by their 
. response to a magnetic field gradient. Such sub-populations of cells differing only 
in surface antigens may be separated using the method of the invention. Referring 
to Figure 5 the mixed population of cells S are fed in to a circulation that already 
contains a large number of antibody- coated particles L. Such particles may be 

25 surface-modified polystyrene microparticles (polystyrene latex), which are known to 
possess low values of electrical permitivity and conductivity compared to the 
solutions used for cell cultivation, and therefore have Umit negative values of 
polarisability factor U' over a wide range of frequencies. The force producing 
levitation is proportional to the divergence of the electric field and to the negative 

30 polarizability of the cell or particle relative to the medium in which it is suspended. 
This relative polarizability is quantitatively described by the read part (U*) of the 
Clausius-Mossotti factor, often represented by U (see Foster K R, Sauer F A and 
Schwan H P, 1992 Biophys. J. 63 180-190). Levitation of the particle only occurs if 
this force overcomes the effective gravitational downforce on the particle in the 

35 liquid (the negative buoyancy). Due to the fact that the field divergence decreases 
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as the distance from the electrode array increases, heavy particles or those with 
only slightly negative values of U' will be levitated only sUghtly above the array, 
whereas particles with density only sUghtiy more than that of the liquid, and those 
with the most negative values of U', will be levitated to the greatest heights above 
the array. In addition, they have a density only sUghtly greater than that of water. 
Accordingly, the particles levitate very easily in an electric field, and most are set 
into circulation rather than forming a levitated raft, however a few may form a 
concentrated raft shown as L. The antibodies on the particles are selective for the 
desired sub-population of cells, to which they bind irreversibly. Mixing of ceUs and 
particles is assured due to the number of particles in the circulation. 

CeUs which have none of the desired surface marker form a raft at G, whilst cells 
which have the desired surface marker form a raft at a greater height, due to the 
more powerfiil levitation force exerted upon the bound microparticles. It is possible 
that several rafts GL will be formed due to the possibility that just one or else 
multiple microparticles bind to a given cell. It may be useful to set the frequency 
appUed to the levitation electrode array at the bottom of the vessel away from 
optimum for ceUs G so as to give a decreased levitation height for G, but an 
increased separation between G and GL. 

It may be helpful to prevent non-specific binding between antibody-coated- 
microparticles and ceUs by including I- 100 mg/ml of serum albumen, non-specific 
immunoglobulins or other macromolucules in the circulation, or by other methods 
known to those skilled in the art of immunology. 

The separated populations of cells are withdrawn through capillary tubes as 
indicated at G out and GL out. If the volume of S added is considerable, it may be 
necessary to remove excess medium through a tube M out and this should be 
covered with a filter F .to prevent loss of microparticles. 



The following examples further illustrate the invention. 
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Example I 

A droplet of 30 ^1 (microlitres) volume is pipetted onto a planar interdigitated 
electrode array consisting of gold strips deposited lithographically on glass. The 
5 electrodes are 5 mm long and of 40 \xm width and 40 jim separation. A radio- 
frequency voltage (1 volt peak at 5 MHz) is appUed between adjacent electrode 
strips. The droplet contains 50 mmole/1 KCI and also yeast cells (about lO^/ml) 
derived from a stationary culture grown in yeast extract (1%) and glucose (1%). 
Over the course of 15 minutes, the cells are observed to move towards a collection 
10 point at the centre of the droplet and form a close-packed mass there. The cells are 
observed to be levitated by about 15 ^im above the plane of the electrodes. 

Example II 

15 In order to prevent evaporation, a similar arrangement to the above was covered by 
a layer of liquid paraffin. The apparatus was sterilised with ethanol, and the droplet 
contained sterile growth medium (1% yeast extract, 2% glucose) to which soine 
yeast cells (about 200) were added. The cells were observed to collect above the 
centre of the base of the droplet. Over a period of 5 hours, the cells grew and 

20 divided with a mean generation time of 2h 15 minutes. 

The above examples are intended to illustrate the invention. The invention may be 
practised with numerous modifications and variations as will be apparent to those 
skilled in the art. For example numerous different types of particles, cells, media, 
25 treatment times volumes and electrode arrangements may be used. 
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CLAIMS: 

1, A method for concentrating and/ or positioning particles or cells in a liquid 
medium comprising: 

subjecting the particles or cells to an electric field to levitate the particles 
or cells within the medium by negative dielectrophoresis, and 

heating the medium to cause convection currents within the liquid 
medium which concentrate or relocate the levitated cells within the medium. 

2. A method for concentrating and/ or positioning particles or cells 
comprising: 

placing a liquid medium containing the particles and/ or ceUs over a 
surface having an electrode array associated with the surface, 

. applying an alternating voltage to the electrode array to create an electric 
field above the surface within the medium to repel the particles or ceUs from the 
electrode array and thereby levitate the particles or ceUs above the surface, within 
the medium, by negative dielectrophoresis, and 

heating the liquid medium so as to cause convection currents to circulate 
within the medium which concentrate or relocate the levitated ceUs within the 
medium. 

3. A method according to either of claims 1 and 2 wherein the alternating 
voltage is of a frequency in the range lOkHz to 300MHz. 

4. A method according to any one of claims 1 to 3 wherein the field strength 
generated within the medium is in the range lOV/mm - lOOV/mm. 

5. A method according to any one of claims 1 to 4 wherein the medium is 
also heated to cause said convection currents by the radio frequency electric field. 
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6 A method according to claim 2 or any one of claims 3 to 5 when 
dependent on claim 2 wherein the electrode array comprises at least two comb- 
like rows of spaced interdigitated fmger-like electrode elements. 

7 A method according to claim 6 wherein the width of each finger-like 
electrode element is between about 2.5 and 50 times the average diameter of the 
particles or cells, and the spacing between adjacent electrode elements is between 
about 5 and 100 times the particle or cell diameter. 

8. A method according to either of claims 6 and 7 wherein the electrode 
elements have a width in the range about 4jim to about 1000^ml and a spacing 
between adjacent electrode elements of between about 2iim and about SOO^m. 

9. A method for concentrating particles and/ or cells comprising: 

placing a Uquid medium containing the particles and/ or cells over a 
surface having an electrode array associated with the surface, 

applying an alternating voltage to the electrode array to repel the particles 
or ceUs from the electrode array and thereby levitate the particles or ceUs above 
the surface, within the medium, by negative dielectrophoresis, and 

heating the liquid medium so as to cause convection currents to circulate 
within the medium including rising currents centrally within the medium over the 
25 electrode array which concentrate the levitated ceUs within the medium. 

10. A method according to claim 9 wherein the medium is also heated to 
cause said convection currents by the voltage appUed to the electrode array. 
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11. A method for repositioning particles and/ or ceUs within a liquid medium 
comprising: 



subjecting the particles and/or cells to an electric field within the medium 
which repels the particles or cells to thereby levitate the particles or cells within 
35 the medium, 
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heating the Hquid medium to cause convection currents within the 
medium which concentrate the levitated ceUs within the medium, and 

applying a force to cause the concentrated particles or ceUs to move 
across the medium. 

12. A method for repositioning particles and/or cells within a hquid medium 
comprising: 

subjecting the particles and/ or cells to an alternating voltage to create an 
electric field within the medium which repels the particles or cells to thereby 
levitate the particles or cells within the medium, 

heating the Uquid medium to cause convection currents within the 
medium, and 



subjecting the upper part of the medium to an second electric field which 
reshapes a part or parts of the upper surface of the medium to thereby cause the 
20 position at which the convection currents within the medium concentrate the ceUs 
to move within the medium. 

13. A method according to claim 12 wherein said second electric field is 
appUed via at least one electrode positioned above the top surface of the medium. 

25 

14. A method according to claim 12 including applying a voltage selectivety to 
one or more of a series of electrodes positioned adjacent the upper part of' the. 
medium to cause movement of the particles or cells through the medium. 

15. A method according to either of claims 13 and 14 wherein said electrode 
or electrodes are positioned within a layer of low conductivity above the Uquid 
medium containing the particles or cells. 

16. A method according to claim 15 wherein said layer of low conductivity 
35 comprises a layer of low conductivity fiuid which is immiscible with the liquid 

14 
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medium containing the particles or cells and which extends above the liquid 
medium containing the particles or cells. 

17. A method according to any one of claims 1 1 to 16 including drawing off 
5 the particles or cells from the medium after relocation of the particles or cells 

within the medium, 

18. A method for separating particles or cells in a liquid medium comprising: 

10 subjecting the particles or cells to an electric field to levitate two or more 

different types of particles or cells within the medium to two or more different 
heights within the medium, and 

heating the medium to cause convection currents within the liquid 
15 medium which concentrate or relocate the levitated cells within the medium. 

19. A method for separating particles or cells comprising: 

placing a liquid medium containing the particles and/ or cells over , a 
20 surface having an electrode array associated with the surface, 

applying an alternating voltage to the electrode array to create an electric 
field above the surface within the medium to repel the particles or cells from the 
electrode array and which thereby levitates at least two different types of particles 
25 or cells to two or more different heights above the surface, within the medium, by 
negative dielectrophoresis, and 

heating the liquid medium so as to cause convection currents to circulate 
within the medium which concentrate or relocate the levitated cells within the 
30 medium. 

20. A method according to either one of claims 18 and 19 including selectively 
drawing off at least one of the concentrated t)rpes of particles or cells. 
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21. A method according to either of claims 18 and 20 wherein the alternating 
voltage is of a frequency in the range lOkHz to 300MHz. 

22. A method according to any one of claims 18 to 21 wherein the field 
strength generated within the medium is in the range lOV/mm - lOOV/mm. 

23. A method according to any one of claims 18 to 22 wherein the medium is 
also heated to cause said convection currents by the radio frequency electric field. 

24. A method according to claim 18 or any one of claims 19 to 23 when 
dependent on claim' 18 wherein the electrode array comprises at least two comb- 
like rows of spaced interdigit?Lted finger-like electrode elements. 

25. Apparatus for concentrating and/or positioning particles or ceUs in a 
liquid medium comprising: 



means 



to subject the particles or cells to an electric field to levitate the 
particles or cells within the medium by negative dielectrophoresis, and 

means to heat the medium to cause convection currents within the Uquid 
medium which concentrate or relocate the levitated ceUs within the medium. 

26. Apparatus for concentrating and/ or positioning particles or cells 
comprising: 

a surface having an electrode array associated with the surface, 

and means for containing a Uquid medium containing the particles 
and /or cells over the surface, 

means for applying an alternating voltage to the electrode array to create 
an electric field above the surface within the medium to repel the particles or cells 
from the electrode array and thereby levitate the particles or cells above the 
surface, within the medium, by negative dielectrophoresis, and 
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means for heating the liquid medium so as to cause convection currents 
to circulate within the medium which concentrate or relocate the levitated cells 
within the medium. 

5 27. Apparatus according to claim 2.6 wherein the electrode array comprises at 
least two comb-like rows of spaced interdigitated finger-like electrode elements. 

28. Apparatus according to claim 27 wherein the width of each finger-like 
electrode element is between about 2,5 and 50 times the average diameter of the 

10 particles or cells, and the spacing between adjacent electrode elements is between 
about 5 and 100 times the particle or cell diameter. 

29. Apparatus according to either of claims 27 and 28 wherein the electrode 
elements have a width in the range about 4^mi to about lOOO^m and a spacing 

15 between adjacent electrode elements of between about 2Mm and about SOO^m. 

30. Apparatus according to any one of claims 25 to 29 also comprising means 
for applying a force to cause the concentrated particles or cells to move across the 
medium. 

20 

31. Apparatus according to any one of claims 25 to 29 also comprising means 
for subjecting the upper part of the medium to a second electric field which 
electrostatically attracts part or parts of the upper surface of the medium to 
thereby alter the position at which the convection currents within the medium 

25 concentrate the particles or cells to move the concentrated particles or cells within 
the medium. 

32. Apparatus according to claim 31 wherein said means for applying a 
second electric field comprises at least one electrode positioned above the top 

30 surface of the medium. 

33. Apparatus according to claim 31 wherein said means for applying a 
second electric field comprises a series of electrodes positioned adjacent the upper 
part of the medium and means to apply a voltage selectively to electrodes in the 

35 series to cause movement of the particles or cells through the medium. 
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34. Apparatus for separating particles or cells in a liquid medium comprising: 

means to subject the particles or cells to an electric field to levitate two or 
5 more different types of particles or cells within the medium to two or more 
different heights within the medium, and 

means to heat the medium to cause convection currents within the liquid 
medium which concentrate or relocate the levitated cells within the medium. 



10 



15 



35 



35. Apparatus for separating particles or cells comprising: 

means to contain a liquid medium containing the particles and/ or cells 
over a surface having an electrode array associated with the surface, 



means for applying an alternating voltage to the electrode array to create 
an electric field above the surface within the medium to repel the particles or ceUs 
from the electrode array and which thereby levitates at least two different types of 
particles or ceUs to two or more different heights above the surface, within the 
20 medium, by negative dielectrophoresis, and 

means for heating the liquid medium so as to cause convection currents 
to circulate within the medium which concentrate or relocate the levitated cells 
within the medium. 

25 

36. Apparatus according to either one of claims 34 and 35 including means 
for selectively drawing off at least one of the concentrated types of particles or 
cells. 

30 37. Apparatus according to either of claims 34 and 36 wherein the alternating 
voltage is of a frequency in the range lOkHz to 300MHz. 

38. Apparatus according to any one of claims 34 to 37 wherein the field 
strength generated vrithin the medium is in the range lOV/mm - lOOV/mm. 
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39. Apparatus according to any one of claims 34 to 38 wherein the medium is 
also heated to cause said convection currents by the radio frequency electric field. 

40. Apparatus according to claim 34 or any one of claims 35 to 39 when 
dependent on claim 34 wherein the electrode array comprises at least two comb- 
like rows of spaced interdigitated finger-like electrode elements. 
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